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TELEPHONE

CABLE TELEVISION

FIBER OPTICS

GAS

ELECTRIC STORM SEWER

SANITARY SEWER

COMBINED SEWER

WATER MAIN

WATER SERVICE

PRESSURE DISTRICT

STREET LIGHTING

FENCE

STRUCTURE / BUILDING

PAVING LIMITS

PROPOSED UTILITY

PROPOSED CURB / PVMT

PLAN LINE & UTILITY LEGEND

CITY UNDERGROUND CONDUIT

POWER POLES -CONCRETE -ALUMINUM -WOOD

UTILITIES G-GAS VALVE

WATER MAIN VALVES -GATE -BUTTERFLY W-SERVICE

HYDRANTS -1 NOZZLE -3 NOZZLE-TRAFFIC SIGNAL -TRAFFIC CONTROL BOX

CALL DIGGERS HOTLINE 
 1-800-242-8511

TOLL FREE TO OBTAIN LOCATION OF UNDERGROUND

BEFORE YOU DIG.  WISCONSIN STATUTE 182.0715 REQUIRES

MIN. OF 3 WORK DAYS NOTICE BEFORE YOU EXCAVATE
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E. WASHINGTON ST. & S. WATER ST.

N.E. BOLT F.P. STD. - S.W. CORNER OF
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HYD. - N.E. CORNER OF E. WASHINGTON ST. & S. 1ST ST.

ELEVATION = 11.23

HYD. - N.E. CORNER OF E. WASHINGTON ST. & S. BARCLAY ST.
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H (7.0)

VB-DD

V6

AT 8x6

332 FT. -  8"-1875-L WATER MAIN

10 FT. -  8"-2010-D.I. WATER MAIN

 

------------------------------------------------

ABANDONMENT OF WATER MAINS, VALVES, AND HYDRANTS

 

 

E. WASHINGTON ST. IS ON THE 2013 PAVING PROGRAM.

 

3’ (1963) ASPHALTIC CONCRETE ON 8" (1920) CONCRETE BASE

S. BARCLAY ST. TO S. WATER ST. IS

EXISTING PAVEMENT IN E. WASHINGTON ST. FROM

 

-------------

PAVEMENT TYPE

 

 

2 - 1" CORPORATION STOP

 

1 - H(7.0)

1 - SL8(DP)

2 - SL8

1 - C8

2 - VB-DD

1 - V6

1 - B8-45 (RE-USE 2010 - NEW GASKETS NEEDED)

1 - AT8x6

 

BY THE CITY. 

THIS CONSTRUCTION PLAN THAT WILL BE PROVIDED

FOLLOWING IS A LIST OF THE FITTINGS SHOWN ON 

 

 

260 CU. YDS. EXCESS EXCAVATED MATERIAL

 

 

LUMP SUM

 

----------------------------------------------

FURNISH, INSTALL, AND MAINTAIN EROSION CONTROL

 

 

LUMP SUM

 

--------------------

FINISHING OF ROADWAY

 

 

700 LIN. FT. - IN ASPHALT ON CONCRETE BASE (FULL DEPTH) 

 

----------

SAWCUTTING

 

 

LUMP SUM

 

------------------------------

BARRICADES AND TRAFFIC CONTROL

 

80 SQ. YDS. - 8" CONCRETE BASE (BRIDGE SECTION TO WATER ST.)

100 SQ. YDS. - 4" ASPHALTIC CONCRETE

80 SQ. YDS. - 3" ASPHALTIC CONCRETE (BRIDGE SECTION TO WATER ST.)

 

------------------

PERMANENT PAVEMENT

 

2 - CONNECT ORIGINAL SERVICE (C.O.S.)

 

--------

SERVICES

1 - HYDRANT

-------

INSTALL

 

 19 FT. - 6" HYDRANT BRANCH

343 FT. - 8" WATER MAIN

 

(DUCTILE IRON PUSH-ON RUBBER GASKET JOINT)

 

------------------------

FURNISH PIPE AND INSTALL

 

REPORT DAMAGES TO THE SIGNAL SHOP AT 414-286-3687.

A FIVE WORKING DAY NOTICE IS REQUIRED.

OF SIGNAL ENGINEERING AT 414-286-5941 TO SCHEDULE THE WORK. 

REPLACEMENT. THE CONTRACTOR SHALL CONTACT MR. JERRY WILSON 

DIVISION WILL RESTORE THE DETECTOR LOOP PRIOR TO PAVEMENT 

CONSTRUCTION. THE CITY OF MILWAUKEE SIGNAL ENGINEERING 

OF S. 1ST ST. WILL BE SEVERED DURING WATER MAIN 

THE STOP-LINE VEHICLE DETECTOR LOOP AT THE INTERSECTION 

-------------------

TRAFFIC SIGNAL NOTE

 

 

ALTERATIONS.

LEE IN ENGINEERING AT 414-286-2174 FOR NECESSARY 

LIGHTING EQUIPMENT, THE CONTRACTOR SHALL CONTACT ENG-KIE 

IF THERE ARE ANY IMPACTS TO CITY OF MILWAUKEE STREET 

 

BE REPORTED TO THE STREET LIGHTING SHOP AT 414-286-3015. 

SUPPORTED IF OPEN CUT TRENCHING IS USED. DAMAGES SHALL 

THE PROJECT LIMITS. THESE PIPES AND CABLES SHALL BE 

STREET LIGHTING HAS PIPES AND CABLES CROSSING WITHIN 

 

--------------------

STREET LIGHTING NOTE

FOR START OF PLAN NOTES SEE SHEET 1 OF 2, 

PLAN FILE NO. 2012039.

BRIDGE SECTION

--------------

AT A POINT WEST OF S. WATER ST. THE E. WASHINGTON ST. ROADWAY CROSSES 

UNDERNEATH A LOW OVERHEAD (11’-8" CLEARANCE), 130’ WIDE RAILROAD BRIDGE.  

SPECIALIZED CONSTRUCTION EQUIPMENT AND METHODS MAY BE REQUIRED TO INSTALL THE 

WATER MAIN IN THIS AREA. ALL COSTS ASSOCIATED WITH INSTALLING THE WATER MAIN 

BENEATH THE BRIDGE SECTION SHALL BE INCLUDED IN THE UNIT PRICE BID FOR FURNISH 

AND INSTALL WATER MAIN.
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