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DRIVEWAY CONSTRUCTION NOTES

PLACE DUMMY JOINT AT CENTER LINE OF DRIVEWAY AND / OR AT ALL JOINTS IN THE GUTTER

DEPRESSED CONCRETE DRIVEWAY

NOTE

1. PROTECT INTEGRAL CURB, CONCRETE BASE AND DECORATIVE CONCRETE BY PLACING
A SINGLE SHEET OF POLYETHYLENE OVER EXPOSED SURFACES PRIOR TO POURING
CONCRETE PAVEMENT B8-INCH. (INCIDENTAL TO CONCRETE PAVEMENT BID ITEM)

2. PLACE EPOXY JOINT SEALANT OVER FELX/FOAM EXPANSION JOINT. PROVIDE SAMPLE OF JOINT
SEALANT TO ENGINEER FOR APPROVAL. COLORS OF EXPOSED JOINT SEALER SHALL MATCH ADJACENT
SURFACES AND SHALL BE APPROVED BY THE ENGINEER PRIOR TO USE.

3. EPOXY JOINT SEALANT SHALL NOT BE PLACED WHEN AMBIENT AND SUBSTRATE TEMPERATURE
CONDITIONS ARE OUTSIDE LIMITS PERMITTED BY JOINT-SEALED MANUFACTURER, ARE BELOW 40
DEGREES F, WHEN JOINT SUBSTRATES ARE WET, AND WHERE CONTAMINATES CAPABLE OF INTERFERING
WITH ADHESION HAVE NOT YET BEEN REMOVED FROM THE SUBSTRATES.

EXPANSION JOINT—\

REQ'D. (TYP)
1" R
= 12
VARIES V=
@
—

INCIDENTAL TO CONCRETE
SIDEWALK BASE 5-INCH

6"

3/4-INCH BOND BREAKER
EXPANSION JOINT (TYP.)

CONCRETE PAVEMENT 8-INCH

GENERAL NOTES

CONCRETE SIDEWALK BASE 5-INCH

DETAILS OF CONSTRUCTION, MATERIALS, AND WORKMANSHIP NOT SHOWN ON THIS DRAWING

SHALL CONFORM TO THE PERTINENT REQUIREMENTS OF THE CONTRACT.

INTEGRAL CURB_AND GUTTER SHALL CONFORM TO THE DETAILS SHOWN FOR CONCRETE

CURB AND GUTTER.

PLACE EXPANSION JOINTS AS DIRECTED BY THE ENGINEER IN THE FIELD.

PROJECT NO: 1301-13-T71

HWY: LOCAL ROADS

COUNTY: MILWAUKEE

CONSTRUCTION DETAILS

SHEET

10A

E

FILE NAME : ch_A_020803_cd.DGN

PLOT DATE : 24-SEP-2015

PLOT BY : kmeyerl

PLOT NAME : PLOT SCALE :

200:1

WISDOT/CADDS SHEET 42




NOTES

1. CONCRETE SIDEWALK 3-INCH GRAY BANDS SHALL BE LOCATED ON CENTER OF BUILDING COLUMNS.
FIELD LOCATE EDGES TO ALIGN WITH THREE FOOT WIDE COLUMNS.

2. LOCATE PRECAST CONCRETE CURB PLANTER ON CENTER OF BUILDING COLUMNS.
3. SIDEWALK BOLLARD TYPE A 36-INCH (DS-22 DESIGN) AND SIDEWALK BOLLARD TYPE B 36-INCH SHALL BE LOCATED ON CENTER

ALONG TOOLED JOINT LINES AS SHOWN ON THE PLANS. FIELD VERIFY DISTANCES PRIOR TO BOLLARD PLACEMENT TO
ENSURE BOLLARDS FALL ON JOINTS AS SHOWN ON PLANS.

4. 3IIEI<EPLRAAI§I:§S AND LITTER RECEPTACLE SHALL BE LOCATED ON CENTER EQUIDISTANT BETWEEN TOOLED JOINTS AS SHOWN

5. GRANITE PAVER INSTALLATION SHALL BEGIN ALONG NORTH EDGE AND WORK SOUTH. GRANITE PAVERS INSIDE REVOLVING
DOOR WILL BE PLACED BY OTHERS. COORDINATE PLACEMENT OF GRANITE PAVERS WITH IRGENS AND THEIR CONTRACTOR.
GRANITE PAVERS SHALL BE INSTALLED IN RUNNING BOND PATTERN AS SHOWN ON PLANS TO MATCH INTERIOR OF BUILDING.
FIELD VERIFY PRIOR TO INSTALLATION.

6. IRRIGATION SYSTEM SHALL BE PROVIDED FOR THREE PLANTERS SHOWN ON THIS SHEET. IRRIGATION SCHEMATIC DETAILS
PROVIDED ON SHEET 13. FINAL DESIGN SHALL BE COMPLETED BY CONTRACTOR FOR SUBMITTAL TO THE ENGINEER FOR
égEﬁEg_?llePRggRO;SEgSOMMENCING CONSTRUCTION. WATER TAP SHALL BE STUBBED INTO ROADWAY AND CAPPED FOR FUTURE

7. PROPOSED PAVEMENT, CURB, CURB AND GUTTER, AND SIDEWALK SHALL MATCH EXISTING. THE EXACT LOCATIONS SHALL BE
DETERMINED BY THE ENGINEER IN THE FIELD.

POINT [STATION| OFFSET
_ NUMBER
3 +69.73 | 29.26'RT
10 | +70.60 | 29.25'RT
1 +76.42 | 23.00'RT
12 | +25.50 | 23.00'RT
13 | +25.50 | 29.00'RT
14 | +30.50 | 29.00'RT
15 | +30.50 | 23.00'RT
16 | +65.24 | 23.00'RT
17 | +65.24 | 29.00'RT
18 | +95.24 | 29.00'RT
19 | +95.26 | 23.00'RT
_ 20 | +79.28 | 23.00'RT
21 | +95.28 | 23.00'RT
,_ 22 | +01.74 | 23.00'RT
Y 23 | +04.77 | 23.00'RT
W 24 | +35.93 | 21.5IRT
'0_1 25 | +38.51 | 28.10'RT
N 26 | +44.5 | 29.49'RT
27 | +43.64 | 37.36'RT
% 28 | +83.65 | 41.64'RT
%)
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E. MICHIGAN STREET 105

OVER CONCRETE SIDEWALK BASE 5-INCH

CURB RAMP
TYPE 1-A

PROPOSED MANHOLE

CONCRETE SIDEWALK 3-INCH COLORED GRAY

CONCRETE SIDEWALK 3-INCH COLORED GRAY
(BY OTHERS) OVER CONCRETE SIDEWALK BASE 5-INCH CONCRETE CURB
_ LITTER RECEPTACLE & GUTTI 30-INCH
%QEQQLSEE&%ARD TYPE A 36-INCH SEE NOTE 2 SIDEWALK BOLLARD TYPE B 36-INCH SEE NOTE 4 TYF(?E AER N
@ / BENCH - CUSTOM (TYP) R Wy [~PRECAST CONCRETE PLANTER CURB (TYP) BIKE RACK DEPRESSED
DEPRESSED
e SEE NOTE 6 DEPRESSED
@ @ /7’ /_ CURB HEAD N\ @ CURB HEAD
/—SEE NOTE 3 \ \ \ / / / / SEE NOTE 3 SEE NOTE 2
3 y = ey / / / / / / / ! 7 O\ | 2)(25) (=
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A y y X - DEPRESSED DEIVEWAY
a ; Py I/ 1\ < SEE DETAIL
i 1 it \l b S
HH IR 1] ] HE SEE NOTE 7
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0 A Ao N SEE NOTE 1 SEE NOTE 1 PARKING RAMP ENTRANCE
SEE NOTE 1
CONCRETE DRIVEWAY 8-INCH
SAND-SET GRANITE PAVERS REVOLVING DOOR (WORK BY OTHERS) CONCRETE SIDEWALK 8-INCH CONCRETE SIDEWALK 8-INCH
SEE NOTE 5 SEE NOTE 5 SEE NOTE 1 LOADING DOCK ENTRANCE
MAIN BUILDING ENTRANCE EXISTING BUILDING EDGE
CONCRETE SIDEWALK 3-INCH COLORED GRAY
OVER CONCRETE SIDEWALK BASE 5-INCH
CONCRETE SIDEWALK 8-INCH CONCRETE SIDEWALK 3-INCH COLORED GRAY
OVER CONCRETE SIDEWALK BASE 5-INCH
SEE NOTE 7
EXISTING R/W
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