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ADDENDUM NO. 2 
 
 
This Addendum consists of the following CHANGES TO THE BID DOCUMENTS FOR 
OFFICIAL NOTICE 14-2011: 
 

1. PLEASE SEE THE RESPONSES BELOW TO THE REQUEST FOR 
INFORMATION SUBMITTED: 

 
QUESTION: 

 Given the sequence of operations listed in the specification, we anticipate needing 
additional valves to isolate both the new and old pump skids.  Please clarify what type 
of valves would be desired for this application and note that the specification does not 
currently have any information on gate or butterfly valves.   

 
RESPONSE: 

 Addendum should be issued to have the contractor furnish and install one 
new six inch isolation gate valve on what will be the connection tee to the 
new booster skid discharge and the existing booster pump discharge.  The 
reference for the type of valve is page 5 of 16, Section 11000, article 2.1 H 
with the exception that the valve shall be resilient seat.  This new isolation 
valve shall be installed as part of the shutdown that connects the house 
water line to the ozone cooling water header. 

 
 
 

QUESTION: 
 The existing valves that are to be replaced as shown on drawing WP-306-05 

all have what appears to be limit switches on them.  The drawing calls to 
replace the existing butterfly valves with plug valves.  Are we to provide new 
limit switches or reuse the existing?  If we are to provide new ones, please 
provide specifications on these limit switches. 

 
RESPONSE: 
At the end of 15100, page 5 of 6, article 2.19 B, please insert the following: 

 “Plug valve lever operator shall be equipped with limit switches for 
remote indication of fully open and fully closed positions. Lever operator 
plug valves are to be provided with 2 Single Pole double throw limit 
switches to indicate full open and closed position.  Limit switch are to be 
fixed lever snap action heavy duty design, rated for 10 Amps 600VAC or 
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250VDC.  Enclosure shall be a NEMA 12.  Honeywell model LSA1A-1A 
or equal.” 

 
QUESTION: 

 Please provide additional information on the raw water standpipes.  It is 
unclear if the pipes penetrate the ground floor or if they are merely a blind 
flange resting on the floor. 

 
RESPONSE: 

 Raw water standpipes do not penetrate the ground floor.  They rest on 
the floor. Please see the attached reference drawings. 

 
 

2. SPECIFICATION SECTION 15100, PAGE 5, SUB-SECTION 2.19, “SPECIAL 
VALVES”, SUB-PARAGRAPH “A”: 

 
DELETE THE FOLLOWING: 
“Assembly shall meet the requirements of ASSE No. 1015. Assembly shall be Watts 
Regulator Company Series 709, or equal”. 

 
INSERT THE FOLLOWING: 
“Assembly shall meet the requirements of ASSE No. 1013. Assembly shall be Watts 
Regulator Company Series 909, or equal.” 

 
 

3. SPECIFICATION SECTION 15100, PAGE 4, SUB-SECTION 2.7, “PRESSURE 
AND AIR VALVES”, SUB-PARAGRAPH “D”: 
DELETE THE FOLLOWING: 

“inlet union” 
 

 
 
 

END OF ADDENDUM NO.2 
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