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ESTIMATE OF QUANTITIES

FOR BIDDING

W
IS

CONSIN

P
R
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E
SSIONAL E

NG
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E
E
RMILWAUKEE,

WI

PATRICK W.

PAULY

E-30924

CALL DIGGERS HOTLINE 
 1-800-242-8511

TOLL FREE TO OBTAIN LOCATION OF UNDERGROUND

BEFORE YOU DIG.  WISCONSIN STATUTE 182.0715 REQUIRES

MIN. OF 3 WORK DAYS NOTICE BEFORE YOU EXCAVATE

C

C
30C

C
196

PROP.  8" W.M.
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2"

C

SHEET 2 OF 3
PROP.  8" W.M.
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MEASUREMENT ALONG  OF WATER MAIN

T
E
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8
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C

(1-21-2014) 

  EXISTING SURFACE GRADE AT   OF STREET    

8"-1957-L 8"-1957-L

8"-1957-L 8"-1957-L
8"-1957-L

8"-1957-L
8"-1957-LC

 8" W.M. (D.I.)

C

C

2
1
.
9

C

C
32.5

C

C
1
9

C

C

CONNECT

C

C

C

B8 - 45

C

C

3

V
A

L
V

E
 
2
0
8
.
8

RECONNECT ALL SERVICES

C

 8" W.M.S.  97TH ST.W
. 

O
H
IO
 
 

A
V

E
.

TELEPHONE

CABLE TELEVISION

FIBER OPTICS

GAS

ELECTRIC STORM SEWER

SANITARY SEWER

COMBINED SEWER

WATER MAIN

WATER SERVICE

PRESSURE DISTRICT

STREET LIGHTING

FENCE

STRUCTURE / BUILDING

PAVING LIMITS

PROPOSED UTILITY

PROPOSED CURB / PVMT

PLAN LINE & UTILITY LEGEND

CITY UNDERGROUND CONDUIT

POWER POLES -CONCRETE -ALUMINUM -WOOD

UTILITIES G-GAS VALVE

WATER MAIN VALVES -GATE -BUTTERFLY W-SERVICE

HYDRANTS -1 NOZZLE -3 NOZZLE-TRAFFIC SIGNAL -TRAFFIC CONTROL BOX

  ELEV. 216.13

HYD. - N.W. CORNER OF S. 97TH ST. & W. BELOIT RD.

  ELEV. 216.57

HYD. - N.W. CORNER OF S. 97TH ST. & W. OHIO AVE.

  ELEV. 210.28

HYD. - S.W. CORNER OF S. 97TH ST. & W. EUCLID AVE.

 

  ELEV. 207.05

HYD. - S.W. CORNER OF S. 97TH ST. & W. OKLAHOMA AVE.

 

----------

BENCHMARKS

8"-1957-L8"-1957-L8"-1957-L

C

C2
4

C

C2
4

ASPHALTIC PAVEMENT.

MILLING SHALL BE INCLUDED IN THE UNIT PRICE BID FOR 1-1/2" 

AND THEN PLACE A 1 1/2" TOP COAT OF ASPHALT.  ALL COSTS FOR 

1/2"BINDER COAT OF ASPHALT IN THE TRENCH, MILL THE PAVEMENT 

THE CONTRACTOR SHALL RESTORE THE CONCRETE BASE, PLACE A 1 

 

OF S. 97TH ST. AND ASPHALTED TO A DEPTH OF 1 1/2". 

MILLED FROM THE ASPHALT/CONCRETE LINE TO THE WEST ROW LINE 

INTERSECTION OF S. 97TH ST. AND W. OHIO AVE. SHALL BE 

RESTORATION, THE EXISTING ASPHALT PAVEMENT IN THE 

IN ADDITION TO THE STANDARD TRENCH WIDTH PAVEMENT 

 

---------------------

PAVEMENT MILLING NOTE

C
O

N
N

E
C

T
 
2
0
7
.
3

C

C

4

C

C
26.5 C

C
234.3

 2 - 8"X 1-1/2" SERVICE SADDLE

 2 - 1 1/2" CORPORATION STOP

14 - 1" CORPORATION STOP

 

2 - SL8 

1 - H (8.0)

2 - VALVE BOX 18" EXT.

3 - VB-DD

1 - V6

2 - V8

1 - T 8x8

1 - AT 8x6

 

BY THE CITY. 

THIS CONSTRUCTION PLAN THAT WILL BE PROVIDED

FOLLOWING IS A LIST OF THE FITTINGS SHOWN ON 

 

C

C10.4

VB - DD W/ 18" EXT.

V8

H (8.0)

VB - DD W/ 18" EXT.

V6

AT 8x6

H REM. / MINOR

#3351 

#
9
7
0
8
 

#3347 #3337 #3331 #3325 #3319 #3315 #3309 #3301 

#3338 #3332 #3328 #3322 #3312 #3302 

ARE RECONNECTED

CONNECT AFTER SERVICES 

C8 W/ 2" A.V. (TEMP)  

SL8 

T 8x8

SL8 

                           

         WATER MAIN        

IN

FROM

TO

      S. 97TH STREET      

            W. OKLAHOMA AVENUE          

              W. BELOIT ROAD            

SCALE

HORIZONTAL

VERTICAL

1"=

1"=

30’

10’
        

1/4 SEC. NO.

PLAN DATE

DRAWN BY

CHECKED BY

SURVEY BY

525               

02-7-14 

     LR     

     TAM    

CONST. SECTION 

PROGRAM NO. 2016-711

WT410110662

SHEET NO.       OF PLAN FILE NO.3 3 2016007

C.C. FILE NO.

DATE ADOPTED

CONTRACT NO. 151289          

APPROVED DATE

          MAINS DESIGN ENGINEER

          CHIEF DESIGN ENGINEER

            SPECIAL DEPUTY COMMISSIONER OF PUBLIC WORKS

                          1-8-16

                          1-8-16

                          1-8-16

DATEREVISIONBYNO.

                                                            

                                                             

                                                             

 

PROJECT NO. OFFICIAL NOTICE NO. 15-1-2016 1-19-16   

LUMP SUM

 

---------------------------------------------

FURNISH, INSTALL AND MAINTAIN EROSION CONTROL

 

 

LUMP SUM

 

--------------------

FINISHING OF ROADWAY

 

100 LIN. FT. - IN ASPHALT ON CONCRETE BASE (FULL DEPTH)

550 LIN. FT. - IN CONCRETE (FULL DEPTH)

 

----------

SAWCUTTING

 

 

LUMP SUM

 

------------------------------

BARRICADES AND TRAFFIC CONTROL

 

2 - 8" VALVE

2 - HYDRANT

523 FT. -  8"-1957-L WATER MAIN

 

-----------------------------------------------

ABANDONMENT OF WATER MAINS, VALVES AND HYDRANTS

 

OHIO AVE. IS VTAC (2007) ON 7" CONCRETE (1962).

EXISTING PAVEMENT IN THE INTERSECTION OF S. 97TH ST. & W. 

GRAVEL (1976).

EXISTING PAVEMENT IN W. BELOIT RD. IS 9" CONCRETE ON 6" 

 

EXISTING PAVEMENT IN S. 97TH ST. IS 7" (1962) CONCRETE.

 

-------------

PAVEMENT TYPE

 

 

C

C
34.8

 

 

25 SQ. FT. - CONCRETE

----

WALK

540 BARS

 

------------------------------

FURNISH AND INSTALL DOWEL BARS

10 CU. YDS.

-------------------------

AGGREGATE SLURRY BACKFILL

 55 SQ. YDS. - 8" CONCRETE BASE

 55 SQ. YDS. - 3" ASPHALTIC CONCRETE 

 50 SQ. YDS. - 1 1/2" ASPHALTIC CONCRETE (SEE MILLING NOTE) 

375 SQ. YDS. - 8" CONCRETE (7’ REPLACEMENT WIDTH)

 

------------------

PERMANENT PAVEMENT

 

 

16 - CONNECT ORIGINAL SERVICE (C.O.S. - SHORT)

 

--------

SERVICES

 

2 - HYDRANT / MINOR

 

------

REMOVE

 

 

1 - HYDRANT

 

-------

INSTALL

 

 

  8 FT. - 6" HYDRANT BRANCH

529 FT. - 8" WATER MAIN

 

(DUCTILE IRON PUSH-ON RUBBER GASKET JOINT)

 

------------------------

FURNISH PIPE AND INSTALL

VB- DD

V8

H.REM/MINOR

PLAN FILE NO. 2016001.

FOR START OF PLAN NOTES SEE W. BELOIT RD., SHEET 1 OF 1, 


	2016007

