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Specific Official Notice No. 167 
      

        5th Floor Renovation 
        Police Administration Building 
        749 West State Street 
        Milwaukee, Wisconsin 

 
  

 
 

Addendum No.2 
 

 
IMMEDIATELY UPON RECEIPT OF THE ADDENDUM, PLEASE SIGN THIS 
RECEIPT AND FAX BACK TO DPW– FACILITIES DEVELOPMENT AND 
MANAGEMENT SECTION AT (414) 286-5907 OR EMAIL 
(Michael.Krause@Milwaukee.gov ). 
 
 
 
Company Name   Name    Date 
 
 
_______________________ ___________________ _________________ 
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Addendum No. 2 
 
December 19, 2013 
 
5th Floor Renovation  
Police Administration Building 
749 West State Street 
Milwaukee, Wisconsin 
 
 
 
Specifications Addendum:  
 
SPECIFICATIONS 
Section 00100 INSTRUCTIONS TO BIDDERS 

 Omit the following alternate bid item: “Alternate No. 6 ‐ State the amount to be added to the 
Base Bid to provide the following: At all new Concrete Masonry Unit Walls provide 8-inch high 
burnished block starter course. Include a credit for deleting the rubber base where indicated at 
these walls.” 

 
 
 Construction Drawings Addenda: 
DRAWINGS          
The following revisions are to be incorporated into the Drawings 
 
 
ARCHITECTURAL 
 
AD105 FIFTH FLOOR DEMOLITION PLAN 

 REVISE‐“ GENERAL NOTES‐ DEMOLITION” Note 1 as follows‐ 

“ALL DEMOLITION WORK ON THIS SHEET IS BY OTHERS WITH THE EXCEPTION OF THE 

FOLLOWING‐ STAIR DEMOLITION AT GRIDLINE 16, ALL PROPOSED FLOOR SLAB DEMOLITION, 

EXTERIOR WINDOW FRAMES AND DETENTION SCREENS (OPERABLE SASH AND GLAZING BY 

OTHERS), SELECTIVE DEMOLITION OF DRYWALL AND INSULATION AT NEW EXTERIOR 

WINDOWS.” 
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A115 FIFTH FLOOR CEILING PLAN 
 CLARIFICATION‐ “SHEET NOTES‐CEILING PLAN” add the following note‐ 

4. ON CEILING PLAN “SDC” DESIGNATES AREAS TO RECEIVE “ DETENTION METAL CEILINGS”. 

REFER TO DETENTION DRAWINGS FOR ADDITIONAL INFORMATION. 

 

 
 
A125  FIFTH FLOOR FINISH PLAN 
 

 REVISE “Material Schedule General Notes and Remarks ”REMARK 14 as follows‐ 

“SS‐2 TO BE USED ON SHOWER BASINS IN LOCKER ROOMS.PROVIDE WITH DRAIN ASSEMBLY 

(SEE PLUMBING DRAWINGS)” 

 
 
 
A230  CASEWORK SECTIONS AND ELEVATIONS 
 

 REVISE‐ “A1  ADA UNDERMOUNT SINK” modify HSS note as follows‐ 

“PROVIDE CONTINUOUS 3” x 3” x ¼” HSS.  BEAR HSS ON  TWO (2) 20 GAGE 
STUDS AND  WOOD BLOCKING EMBEDDED IN PARTIION WALL AT EACH 
ENDS. SISTER  BOTH STUDS TO FULL HEIGHT METAL STUDS”. 

 
 
 
 
SECURITY 
 
DE601 SECURITY METAL CEILINGS 
 

 CLARIFICATION‐ 1/DE601 FIFTH FLOOR SECUIRTY METAL CEILING‐ disregard descriptive tags 

(ie GWB, ACT‐1 SCP). Extent of Security Metal Ceilings is based on  Ceiling Legend and Patterns 

indicated on plan 

 REVISE‐  1/DE601 GENERAL NOTE 1 as follows‐ “SEE A115 FOR MOUNTING HEIGHT OF  

SECURITY METAL CEILINGS.” 
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PLUMBING 
P001 PLUMBING GENERAL NOTES, LEGENDS AND ABBREVIATIONS 

 REVISE Plumbing Fixture Schedule as follows: 

 
L-1                 

LAVATORY SINK 
AND  FAUCET      

ELKAY ELU1511 SINK: ELKAY ELU1511 ASANA UNDERMOUNT SINGLE BOWL 
LAVATORY WITH MOUNTING HARDWARE. TYPE 304 18 GA. 
STAINLESS STEEL BOWL WITH SOUNDGUARD UNDERCOATING. 
BOWL DIMENSIONS 15-1/2” X 11-3/8”. 
FAUCET: SLOAN ETF-80 ADM, SENSOR OPERATED DIRECT WIRED 
(24V AC TRANSFORMER REQUIRED EL-248-40), CUT BRASS SPOUT 
WITH CHROME PLATE FINISH, 0.5 GPM FLOW AND ABOVE DECK 
MIXING VALVE.                                                                                     
DRAIN: KOHLER K-7129 BRASS GRID DRAIN AND 1 1/4" TAILPIECE, 
KOHLER K-8999 CAST BRASS ADJUSTABLE 'P' TRAP WITH 
CLEANOUT PLUG. PROVIDE OFFSET AS NECESSARY TO MEET ADA 
INSTALLATION REQUIREMENTS.                         SUPPLIES & STOPS: 
CHICAGO FAUCET 1006 ANGLE VALVE WITH LOOSE KEY HANDLE, 
1/2"-FEMALE INLET, 1/2"OD X 12" RISER. 
COORDINATE INSTALLATION OF SINK AND FAUCET WITH 
COUNTERTOP FABRICATION AND INSTALLATION. 

SH-2                 
SHOWER 

BRADLEY WS-1F INDIVIDUAL FLUSH-MOUNTED WALL SHOWER                                                              
PANEL: STAINLESS STEEL, STAINLESS STEEL SOAP TRAY MOUNTED TO PANEL.   
SHOWERHEAD: DELUXE SHOWERHEAD WITH BALL JOINT. 2.0 GPM STANDARD 
FLOW. MOUNTED 6'-0" FOR MALES, 5'-6" FOR FEMALES.                                               
SUPPLY INLETS 1/2" NPT CONNECTIONS WITH STOPS.                                                 
PROVIDE WITH HEAVY DUTY PRESSURE BALANCE VALVE EQUAL TO BRADLEY 
EQUA-FLO HD 
PROVIDE TERRAZZO SHOWER BASIN (SS-2) WITH DRAIN ASSEMBLY. REFER 
TO MATERIAL SCHEDULE  ON SHEET A125 FOR MODEL AND  MANUFACTURER 
INFORMATION.            

SH-3                 
SHOWER 

 
 
 
 
 
 
 
 

BRADLEY HN200 RECESS-MOUNTED ADA COMPLIANT WALL SHOWER.                                                  
PANEL: STAINLESS STEEL WITH RECESSED SOAP DISH.                                             
SHOWERHEAD: DELUXE WITH BALL JOINT.  2.0 GPM STANDARD FLOW.                    
HAND-HELD SHOWER SPRAY WITH ON-OFF CONTROL MOUNTED AT 42"-48".  60" 
FLEXIBLE HOSE AND POST STYLE MOUNTED BRAKET TO HOLD TO SHOWER 
PANEL.  ELEVATED IN-LINE BACKFLOW PREVENTER WITH QUICK-DISCONNECT 
FOR FLEXIBLE HOSE.                                                                                                          
L-SHAPED GRAB BARD.  1-1/2" O.D. STAINLESS STEEL TUBING WITH A 1-1/2" 
SAFETY STATUTE CLEARANCE.                                                                                         
BARRIER-FREE SEAT:  REVERSIBLE PHENOLIC SHOWER SEAT.  LOAD 
CAPACITY OF 250 LBS.                                                                                                        
PROVIDE WITH HEAVY DUTY PRESSURE BALANCE VALVE EQUAL TO BRADLEY 
EQUA-FLO HD.    
PROVIDE TERRAZZO SHOWER BASIN (SS-2) WITH DRAIN ASSEMBLY. REFER 
TO MATERIAL SCHEDULE  ON SHEET A125 FOR MODEL AND MANUFACTURER 
INFORMATION.           

 
 
 
 
 
 
 
 
 
 
 
 


