A 21. PAYMENT FOR ASPHALTIC SURFACE REMOVAL (MILLING) IN THE 23. PAVEMENT REPLACEMENT WITHIN THE REMAINDER OF THE PROJECT 24. SPECIAL CARE IS NECESSARY WHEN RELAYING THE PROPOSED 30- INCH
INTERSECT ION OF WEST WASHINGTON BOULEVARD AND NORTH 48TH STREET LIMITS SHALL CONSIST OF 3-INCH ASPHALTIC PAVEMENT ON CONCRETE DIAMETER COMBINED SEWER BETWEEN MANHOLE NOS. 347B102 AND 347B085
12" COMBINED CLASS "C" BEDDING SHALL CONSIST OF THE MILLING OF ASPHALTIC PAVEMENT TO A WIDTH OF BASE. ALL PAVEMENT RESTORATION SHALL BE LIMITED 70 A WIDTH OF THE AND MANHOLE NOS. 347B085 TO 347B068. (SEE PLAN FILE NO. 232-81).
CLASS v RCP OF PVCP 8-FEET, CENTERED ON THE PROPOSED SEWER, INCLUDING THE OUTS IDE OUTS IDE DIAMETER OF THE PIPE PLUS FOUR FEET, CENTERED ON THE THE CONTRACTOR SHALL USE EXTREME CAUTION AND TAKE THE NECESSARY
DIAMETER OF THE PIPE PLUS 4-FEET, TO A MINIMUM DEPTH OF [-1/2 PROPOSED PIPE. PRECAUT IONS, INCLUDING RAT HOL ING, TUNNELING, OR TIGHT SHEETING
INCHES . AND BRACING TO AVOID DAMAGING THE RESPECTIVE UTILITY MANHOLES.
N N B 22. PAYMENT FOR PAVEMENT SAWING SHALL BE LIMITED TO THE THE COST OF THIS WORK SHALL BE INCLUDED IN THE UNIT BID
gﬁfﬁ,’“ PROVISIONS FOR PLAN FILE NOS. 232-73, 232-80, AND 232-81 PERIMETER OF THE TRENCH. ANY ADDITIONAL PAVEMENT SAWING, MILLING PRICE FOR THE 30- INCH DIAMETER COMBINED SEWER, CLASS "C"
OR RESTORATION THAT 1S NECESSARY DUE TO THE CONTRACTOR’S BEDD ING .
/. STANDARD SPECIAL PROV ISIONS, PLAN FILE NUMBER 52-4-51, DATED NEGLIGENCE SHALL BE AT THE CONTRACTOR"S EXPENSE. m
MAY |, 2013 (OR LATEST REVISION THERE OF ), ARE PART OF THIS A
CONTRACT. \_/
+
2. THIS PROJECT HAS BEEN SUBMITTED TO THE MILWAUKEE 353 225 12z
METROPOL I TAN SEWERAGE DISTRICT (MMSD) AND THE DEPARTMENT OF X .
NATURAL RESOURCES (DNR) FOR APPROVALS. APPROVALS ARE CURRENTLY 170 AN T Ao 170
ANT ICIPATED TO BE OBTAINED BY MARCH 7, 2014; HOWEVER THERE IS NO .. 7O X
GUARANTEE OF SAME. NO WORK SHALL BE PERFORMED ON THIS CONTRACT 3 N\ g © ®
UNTIL MMSD AND DNR APPROVALS HAVE BEEN OBTAINED. THE CONSTRUCT ION Mo 3 & 1
ENG INEER SHALL CONTACT MR. PATRICK COE (MMSD) AT (414) 225-2219 165 e © © e 165
TO CONFIRM THAT THE APPROVALS HAVE BEEN GRANTED. : J\ 3 {3@3
[ Qc \
3. THIS PROJECT SHALL BE COMPLETED BY SEPTEMBER 26, 2014. ALL WORK 160 , — . 2 | = - P 160
SHALL BE CONTINUOUS AND THE TOTAL NUMBER OF ALLOWABLE WORKDAYS I —_— o = 5
SHALL BE 35 DAYS. A PROJECT WORKING DAY IS DEFINED AS ANY DAY 12" cxis7. I2'coms = \I\ o \
THE CONTRACTOR 1S ABLE TO WORK A MINIMUM OF FOUR HOURS TOWARDS / B E Nt 5 136) - 20
COMPLET ION OF THE PROJECT. 155 §——_ T EXIST 12" COMB- =: AY: 155
i : (P.F.NO.5-138) > © o
4.  WITHIN TEN (10) BUSINESS DAYS OF THE AWARD OF THIS CONTRACT, EXIST. 12" COMB L w = S
THE CONTRACTOR SHALL MAIL A NOTICE OF THE PROJECT TO THE CITY OF 150 Q B.ENO.15-138) — I 3 A 150
MILWAUKEE CONSTRUCTION SECTION AT 84/ N. BROADWAY, ROOM 710, —— R TS T TS COWE - X -
MILWAUKEE, Wl 53202 FOR REV IEW AND APPROVAL. WITHIN FIVE (5) Lorop. 12* COMB. (RELAY) S - 0.02266 | PEND . I5- 138 | DN 1
BUS INESS DAYS OF APPROVAL, THE CONTRACTOR SHALL MAIL THE PROJECT (P.ENO. 232-79) A — eV : \]\—
NOTICE TO ALL AFFECTED AREA RESIDENTS AND BUSINESSES. IT SHALL BE 145 <. _— EXIST. /2" COMB. 145
THE SOLE RESPONSIBILITY OF THE CONTRACTOR TO ENSURE THAT ALL | \_ —— 7 (P.F.NO.T5-138) — | —
NOT ICES ARE CONVEYED TO THE PUBLIC REGARDING THIS PROJECT. A COMB INED (RELAY) =S |
SAMPLE NOTICE IS INCLUDED IN THE CONTRACT DOCUMENTS. CONTRACT S = 0.03111 ., 140
WORK SHALL NOT START PRIOR TO COMPLETING THE NOTICE REQU|REMENT. 140 —— — EXIST. [2" COMB.
ANY DELAY IN CONTRACT COMPLETION AS A RESULT OF NON-COMPL | ANCE (P.F.NO.15-138)
SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR. /2'\
= 135
5.  THE CONTRACTOR SHALL POST CITY OF MILWAUKEE PROJECT 135 2= 0.03312
JDENT IF ICATION (" BLUE" ) SIGNS AS DIRECTED ON EACH PROJECT IN THIS / w
CONTRACT. THE CITY WILL PROV IDE BLANK SIGNS FOR THE CONTRACTOR TO
FILL IN CONTACT INFORMATION AND POST. 130 COMB /NED (RELA Y) EXIST. 18" COMB. 130

(P.F.NO.210-84 )7
6. ALL CONNECTIONS FOR BUILDING SEWERS OF RECORD HAVE BEEN
SHOWN ON THE PLAN. ALL ACTIVE BUILDING SEWERS SHALL BE 125 125
RECONNECTED TO THE NEW SEWER. THE CONTRACTOR SHALL FIELD VERIFY
ALL ACTIVE LATERALS AND SHALL ONLY RECONNECT LATERALS WHICH ARE

SHOWN TO BE ACTIVE. ~
48 N N 48 N 48 ~
7.  THE CONTRACTOR SHALL BE RESPONS|BLE FOR VERIFYING THAT NO S ~ ~ g = SIS WeS
ACTIVE BUILDING SEWERS ARE CONNECTED TO THE MAIN SEWERS OR |0 T RS 3|s < =M a0
MANHOLES TO BE ABANDONED PRIOR TO THEIR ABANDONMENT. THE S Z 2 N < N ST
CONTRACTOR SHALL CONTACT THE CONSTRUCTION ENGINEER IF ACTIVE » s s " s v Z|m~
BUILDING SEWERS ARE CONNECTED TO ANY PROPOSED SEWER ABANDONMENT . i o o =R o o[ N
W W & s
Z[=z 2 2 2|z 2 2|z o=
8. IN ADDITION TO THE ALLOWABLE |-1/2 INCH GRADED AGGREGATE, AS <la = = <la = <|a Slaa
PER TABLE 39 OF SECTION 8.43.7 OF THE STANDARD SPECIFICATION, THE Sl . v % | % | S|ww
CONTRACTOR IS ALSO ALLOWED TO USE [-1/4 INCH GRADED AGGREGATE. A== 5 > > N x =2 S
THE |- 1/4 INCH GRADED AGGREGATE SHALL MEET THE WISCONS IN w2 " N n WS W ofis
DEPARTMENT OF TRANSPORTATION (W/SDOT) STANDARDS, AS PER SECTION QIS 2, W W oS W oS WSS
305 DENSE GRADED BASE, CONFORMING TO THE TABLE LISTED AS "PERCENT S|° S 2 2 S|© S S[© o |OF
PASSING BY WEIGHT' IN 2012 WISDOT STANDARD SPECIFICATION, Tl N = = Tlx, = s, Ll 2
SUBSECTION 305.2.2.1 GENERAL. | Tl & & | & L Y[
9.  THE CONTRACTOR SHALL PROTECT AND SUPPORT ALL THE EXISTING
UTILITIES WHILE RELAYING THE RESPECTIVE DIAMETER SEWERS. ALL
UTILITIES SHALL BE SUPPORTED. THE COST OF SUPPORTING, RAT HOL ING,
OR TUNNEL ING UNDER THE EXISTING UTILITIES NECESSARY FOR THE
PROPOSED SEWER RELAY SHALL BE INCLUDED IN THE UNIT PRICE BID FOR
THE RESPECTIVE DIAMETER COMBINED SEWER RELAY, CLASS *C' BEDDING. % 50 I I I | | PUBLIC PARK LAND ASSOCIATION SUBD. , %
10. THE CITY OF MILWAUKEE HAS STREET LIGHTING FACILITIES AND (7, /8 24 /8 17900 I I I I I 2000 I 7))
PIPE CABLE CROSSINGS AT VARIOUS LOCATIONS THROUGHOUT THE PROJECT. . s | | | | | | 770 | | | | |
DUR ING OPEN CUT TRENCHING, THE CONTRACTOR SHALL SUPPORT THESE . / |7 / / /4 / |2 /] / g9 7 6 5 4 3 2 /
CROSS INGS. ANY ALTERATIONS NEEDED TO THE CITY OF MILWAUKEE STREET : N 21 ] 20 9 & | 76 5 13 | /0 | 6 : : :
LIGHTING FACILITIES MUST BE APPROVED BY THE STREET L IGHTING . | | | = | | | | | | -
DEPARTMENT. THE CONTRACTOR SHALL PAY A SERVICE FEE OF ! © @ 3 5| © | S % IS mo " R N N | |R*2017 2 e2023|™ I N e2033 (2 S | |8*2043 O
APPROX IMATELY $2,200 TO $4,500 FOR EACH STREET LIGHTING POLE I © . #7990/ /| #7907 | - | #1913 | < #7979 c | #7925 | . #/93) . | . = #2005 - . | #2019 . #2025 | . | #2029 . #2035 o, o | #2045 .
WHERE ALTERATIONS ARE NEEDEDs HOWEVER, |F ANY ADDITIONAL WORK IS I ® © © @ ‘;2 ® #1357 | © ® . 5003 ® © £201 | © © © I © ® © 159393 I ® ©
REQUIRED FOR THE ALTERATION, THE CONTRACTOR SHALL BE RESPONS |BLE - 25 : o v : v, : 15 : I : s : . : s : 20/-20 : ‘0 o v | 0 ‘0 | ga | 0
FOR THE COST. s
N. 48TH [ 9 | | | | | | | | | | | | ST.
THE SUCCESSFUL CONTRACTOR MUST DEPOSIT THE NECESSARY SERV ICE FEE ' 12" COMB. |
PRIOR TO THE START OF CONSTRUCTION. THE CONTRACTOR SHALL PROV IDE [ Tig08] | oty 50 | IO 19 50 | 0 | 50 30| 0 10 70 | 0 | 50 39| 70 70 9| 0 0 | 50 ol S CONNECT 1N
RECEIPT TO THE ENGINEER PRIOR TO STARTING ANY REQUIRED STREET - - - - o
LIGHTING AND TRAFFIC SIGNAL ALTERATION WORK. THE CONTRACTOR SHALL P / » / @9 @ ﬁ ~ @ G47c020> o | \BULKHEAD ANNULAR SPACE
CONTACT MR. ENG-KIE LEE AT (414) 286-2174 FOR ALL NECESSARY 'g‘\l‘ X, N cuc O cuc cu cuc cuc cuc cuc cuc = & & cuc —
STREET LIGHTING ALTERATIONS. THE CONTRACTOR SHALL CONTACT MR. | | |+ | R > N // _____
JOSEPH BONDOWSK| AT (414) 286-5162 FOR ALL NECESSARY TRAFFIC =570 . i \
SIGNAL ALTERAT IONS. | - Y CL(/; l cuc - cuc o cuc R cuc |G cuc R cuc - cuc R cud Py Ve éTR 176
I 1 "
ANY DAMAGE TO THE CITY-OWNED STREET LIGHTING FACILITIES DUE TO ° i % L ~ il : D, CP ®) 7 S ‘\ \ 18L59M5-
THE CONTRACTOR'S NEGL IGENCE SHALL BE REPAIRED BY THE CITY'S [ 547¢09 A , /1, _ |\ I 4 . — _ L r P
STREET LIGHTING DEPARTMENT AT THE CONTRACTORS’ EXPENSE. ANY B WIr N =il W W w iy = W — w = W | > s W-
DAMAGES SHALL BE REPORTED TO THE STREET LIGHTING SHOP AT (414) + el I NS BN N N T | — | | Lélf_I__ SN N | N | ___//L___ ] | I lwl ___,I: _____ _!____LQI,J_ B | — __/______I | Iy mad
286-3481. SN S LS = = " /2\600/\453/.2/ N \ / le\gcom 57’*\“5 @,3\ 16 comp \ / / © \ / 12" COMB. ;% / 12 08/5. o S jolacry
N (M SN 12" COMB. o \ay (/908 v<f (1808) N (1908) N (1908) ~ (1908) ) al M0 i
I'l. THE CONTRACTOR SHALL SUPPORT CITY OF MILWAUKEE UNDERGROUND M = > (1908) ~ ™ Sl ) ™ ~ ™
CONDUIT (CUC) FACILITIES WITH WOODEN BEAMS OR EQUAL SUPPORTS. THE 3 | - =
CONTRACTOR SHALL RATHOLE OR TUNNEL UNDERNEATH THE CITY OF o - - - - - - -
M1LIWAUKEE UNDERGROUND CONDUIT WHERE |T CROSSES THE PROPOSED 30- PROP. 12" COMB. (RELAY ) - 1Q & 30 | 30 50 30 30 30 30 | 90 30 517 30 | 30 30 30 30 | 50 O, f 30 3 30
INCH COMBINED SEWER BETWEEN MANHOLES 347B102 AND 347B085. THE (P.F.NO.232-79) | | | | | | | | | | |
CONTRACTOR SHALL USE EXTREME CAUTION AND TAKE THE NECESSARY . 36 , 36 , 36 , 36 , 36 35 , 40 , 45 40 , 40 , 40 40 , 40 , 40 90
COREAILIONS 70 Lol CACINE T £ A IR T L TR DY i RV P I YR e T T e | s | | s |sw
#/ # #* # # # # # (\j
THROUGHOUT THE CONSTRUCTION OF THIS PROJECT. THE CONTRACTOR SHALL it S *i902 |  *1908 T 124 | r1916 || *1922 r19ze | 1932 | 2002 2006 | *20/12 | 2018 2024 | 20p8 | 2034 S Q
BE RESPONS IBLE FOR ANY DAMAGE TO CITY OF MILWAUKEE FACILITIES. ol 3 L | . | L | L | L . . . . L | —l _— o
CONTACT THE CITY DISPATCHER AT (414) 286-3481 IMMEDIATELY |IF W H | ~ ~] ~ ] ] ] ] ] ] = ] oF
DAMAGE OCCURS . § L 20 22 : 23 'g4 2§| 26 | 27 28 : 29 3:0 3 32 : 33 34 : 35 36 : 37 38 : 39 25 T T e~
[
/2. THERE ARE VARIOUS OVERHEAD WIRES [N THE INTERSECTIONS WITHIN /8 24 /18 L $ 77 | on r ~
THE PROJECT LIMITS THAT MAY REQUIRE TEMPORARY RELOCATIONS. THE : 50 | | 12" COMBINED (RELAY) || | | | | 12" COMBINED ((RELAY|) ~
COST OF ANY RELOCATION OF OVERHEAD UTILITIES SHALL BE INCLUDED IN § I I I I I I I I I I
THE UNIT PRICE BID FOR THE RESPECTIVE DIAMETER COMBINED SEWER PUBLIC PARK LAND ASSOCIATION SUBD.
RELAY, CLASS "C" BEDDING.
/3. THE CONTRACTOR SHALL MAINTAIN LOCAL TRAFFIC AND ACCESS TO
ALL ADJOINING PROPERTIES AT ALL TIMES. ONE ELEVEN (11) FOOT LANE VAR IABLE THICKNESS ASPHALTIC CONCRETE SURFACE(1980) ON VAR IABLE TH//CKNESS ASPHALT IC CONCRETE SURFACE
OF TRAFFIC DURING ALL HOURS SHALL BE MAINTAINED IN NORTH 48TH VAR IABLE THICKNESS ASPHALTIC CONCRETE SURFACE PLUS WIDENING 2 ON EACH SIDE ASPHALTIC CONCRETE ON
STREET. PLUS WIDENING ON EACH SIDE VARIABLE THICKNESS ASPHALTIC CONCRETE ON 8" CONCRETE BASE(1967) ON
8" CONCRETE BASE(1967) ON 2" BITUMINOUS ON 6" CONCRETE BASE(1912)
/4. NORTH 48TH STREET IS A ONE-WAY STREET [N THE NORTHBOUND 2" BITUMINOUS ON 6" CONCRETE BASE(1912) N T—T—/— Z N TT—
DIRECT |ON.
o7 TRACTOR SHALL CONTACT MR. JAMES BROWN AT (414) 286- ESTIMATE OF QUANTITIES ENVIRONMENTAL ENGINEERING SECTION
. TBACTOR SHA /7. THE CONTRACTOR SHALL MR. J
5. PRIOR TO THE START OF CONSTRUCTION, THE CONTRACTOR SHALL 3276 OF THE CITY OF MILWAUKEE TRANSPORTATION SECTION AT LEAST
INFRASTRUCTURE SERVICES DIVISION
SUPPLY A TRAFFIC CONTROL PLAN OUTLINING TRAFFIC FLOW PATTERNS ITEM NO.| QUANTITY DESCRIPTION
. THREE (3) DAYS PRIOR TO THE START OF THE PROJECT REGARDING THE :
AROUND THE WORK ZONE AND ACCESS TO BUSINESSES AND RES/DENgiS 0 INSTALLATION OF TEMPORARY "NO PARKING' S IGNS. THE CONTRACTOR v poy— > DA COMBINED CLASS G BEDDING DEPARTMENT OF PUBLIC WORKS
MR. JAMES BROWN OF THE TRAFFIC OPERATTONS 55%’?/}4MUN’?’ 7L - SHALL ALSO CONTACT MR. BROWN TO ARRANGE FOR THE REMOVAL OF SIGNS — MILWAUKEE, WISCONSIN
BUTLDING, ROOM 320. CONTACT Mft. JAMES BROWN 19)286-3276 WITH IN THE PROJECT LIMITS AFTER CONSTRUCT ON WORK IS COMPLETED. g, 43400 | 3 4'-0" DIA. COMBINED MANHOLES
QUEST IONS REGARDING THE TRAFFIC CONTROL PLAN SUBMITTAL. A My,
/8. THERE ARE EXISTING CITY OF MILWAUKEE TREES WITHIN THE N \SCO’V.S/”’/ 50001 SUME Sou SARRICADING SEWER MAIN PLAN
. D %,
/6: ALL S/GNS USED FOR TRAFF/C CONTROL SHALL Mg_ET 77:HE gﬁw AR PROJECT L/M/TS. NO TREE PRUN/NG/TR/MM/NG WORK SHALL BE DONE B)/ \\\\\\$ ///4/ 50015 LUMP SUM EROSION CONTROL N 48 TH STREET
NAT IONAL REQUIREMENTS FOR SICN RETROREFLECTIVITY STANDARDS. THE SEWER CONTRACTOR. ANY REQUIRED TREE PRUNING OR OTHER FORESTRY S ZAFAR S Z 50020 99 FT. BUILDING SEWERS IN .
WORK ON THIS PROJECT BY ANY COMPANIES MUST BE FIRST APPROVED BY s " E
THE FORESTRY DEPARTMENT PRIOR TO ANY FORESTRY WORK TAKING PLACE. E* YousUR *_E_ 20301 1400 FT. PAVEMENT SAWING FrROM W. VINE STREET
THE CONTRACTOR SHALL BE A LICENSED, INSURED, AND CERTIFIED TREE = E-30840 = 50308 418 SQ.YDS. 4* ASPHALTIC CONCRETE TO W. LLOYD STREET
CARE PROFESSIONAL. THIS WORK MUST BE SCHEDULED AT LEAST TEN (/10) SHEET NO. | OF 12 IS PLAN FILE NO. 234-97 =9 M| LWAUKEE, $§ 60002 741 FT. SEWER EXAMS BY CCTV-POST CONSTRUCTIONI
SURVEY: WORK ING DAYS PRIOR TO THE START OF THE SEWER CONSTRUCT ION WORK SO SHEET NO. 2 OF 12 IS PLAN FILE NO. 23/-80 g% &S HORIZONTAL 17" = 30’ APPROVED DATE
200K NO. 797. pP. |77-188 THAT TREE PRUNING WORK CAN BE ARRANGED. THE CONTRACTOR SHALL SHEET NO. 3 OF 12 IS PLAN FILE NO. 234-55 ’//,//%& 6‘%\\‘\\ SCALE 1o
- . ; . CONTACT MR. MIKE MUNSON, FORESTRY SECTION INSPECTOR, AT (414) 286- SHEET NO. 4 OF 12 IS PLAN FILE NO. 232-79 %, S VERTICAL "=10’

BM# HYDRANT ON NE. CORNER OF N. 48TH ST. AND W. WASHINGTON BLVD. - WNW BOLT ELEV. 162.57 3042 REGARDING ALL FORESTRY WORK. THE COST OF ANY POSS/BLE SHEET NO. 5 OF 12 IS PLAN FILE NO. 232-80 /’////,G'ONA\- "‘s\\\\\\\ 117/2014
HYDRANT ON NE. CORNER OF N. 48TH ST. AND W. VINE ST. - WNW BOLT ELEV. 167.3] FORESTRY WORK SHALL BE INCLUDED IN THE UNIT BID PRICE OF THE SHEET NO. 6 OF 12 IS PLAN FILE NO. 232-8] " 14 SEC. NO. 347 T esion ENGINEER
HYDRANT ON NE. CORNER OF N. 48TH ST. AND W. LLOYD ST. - WNW BOLT ELEV. /48.79 RESPECT IVE SEWER WORK UNLESS OTHERWISE NOTED. SHEET NO. 7 OF 12 IS PLAN FILE NO. 234-80 AN DATE 1—7—14
HYDRANT ON NE. CORNER OF N. 48TH ST. AND W. GARFIELD AVE. - WNW BOLT ELEV. 152.63 SHEET NO. 8 OF 12 IS PLAN FILE NO. 231-85

/9. THE CONTRACTOR SHALL PROV IDE THE CITY WITH TWO (2) COPIES OF SHEET NO. 9 OF 12 IS PLAN FILE NO. 23/-86 DESIGNED BY B.K.HEARD - /LA
A POST- INSTALLATION DVD EXAMINATION AND REPORT OF THE SHEET NO. [0 OF |2 |S PLAN F/LE NO. 23/-87 ...\ .\ 1 | R AT han 72014
LINE CODE LEGEND SEWER. THESE RECORDED EXAMS WILL BECOME THE PROPERTY OF THE CITY SHEET NO. || OF 12 |S PLAN FILE NO. 230-7 DRAWN BY A GLATZEL ENGINEER IN CHARGE
Yy . SANITARY SEWER ______ AN STREET LIGHTING . OF MILWAUKEE. THE COST OF THIS WORK SHALL BE INCLUDED IN THE UNIT SHEET NO. 2 OF 12 IS PLAN FILE NO. 230-8 R.C.TALLY
fLecTRIC . STORM SEWER. ... <70 PAVING LIMITS ... X IXTIXTIX BID PRICE FOR THE SEWER EXAMS BY CCTV-POST CONSTRUCT ION. CHECKED BY 1. -3016
COMBINED SEWER._____. STRUCTURE /BUILDING SYSTEM NO.
:;ii??gfsh}:& ——————— 4 SEW.DISTRICT SEWER cus FENCE é 20. PAYMENT FOR PAVEMENT RESTORATION IN THE INTERSECTION OF WEST - T A S LGS
v WATER MAIN o MmMSD HYDRAN;_ """" 6 @ TRAFFIC SIGI>\<IAL WASH INGTON BOULEVARD AND NORTH 48TH STREET SHALL CONSIST OF EASEMENT NO. cITY ENGI & SPECIAL DEPUTY COMMISSIONER OF PUBLIC WORKS
FIBER OPTICS ... Fo— | WATER WA - W————— | HYDRANT .. ® REMOV AL OF EXISTING ASPHALTIC CONCRETE TO A WIDTH OF THE OUTSIDE CALL DIGGERS HOTL INE -~
CITY UNDERGROUND CONDUIT cue SEWERWATER 24" & OVER _—f——————3 |ALUMINUM POLE o CONCRETE POLEo WOOD POLE o DIAMETER OF THE PIPE, PLUS 4-FEET, AND REPLACING [-1/2 INCH [-800-242-85] | /\ CONTRACT NO. PROJECT NO. 1 C.C.FILE No. 131377
ASPHALTIC CONCRETE BINDER TO A WIDTH OF THE OUTSIDE DIAMETER OF SM _ v
BE ADVISED THAT THIS INFORMATION HEREBY GIVEN TO YOU IS BASED UPON THE PIPE. PLUS 4-FEET. AND 1-1/2 INCH ASPHALTIC CONCRETE SURFACE TOLL FREE TO OBTAIN LOCATION OF UNDERGROUND NO.| BY REVISION DATE PROJ. ID. 495120102 | OFF. NOTICE NO. 22-2014 DATE ADOPTED 2-11-14
THE BEST AVAILABLE RECORDS. THE EXACT LOCATION IS UNKNOWN FOR ALL TO A WIDTH OF 8-FEET, CENTERED ON THE PROPOSED 15- INCH DIAMETER BEFORE 10U DIG. WISCONS IN STATUTE 182.0715 REQUIRES 45 BUILT CONTRACT NO
UTILITIES SHOWN WITHOUT DIMENSIONS. HOWEVER WE CANNOT GUARANTEE COMBINED SEWER P IPE MIN. OF 3 WORK DAYS NOTICE BEFORE YOU EXCAVATE . SHEET NO. 5 OF 12 PLAN FILE NO 232_80
THE CORRECTNESS OR ACCURACY OF THE SAME. ’ DATE ENT'D. ENT'D. BY ' i

MMSD SCANNED MICROFILMED
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