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	ST211130134 – N. 8th St. – W. Michigan St. to W. Wisconsin Ave.

                                ST211110102 – N. 4th St. – W. McKinley Ave. to W. Walnut St.   



1.
The work on this contract is governed by the City of Milwaukee Street Construction Specifications, dated July 1, 1992.
2.
All work on this contract shall be completed by August 30, 2013.
3.
The contractor shall be required to coordinate construction activities so that all work on an individual project is complete as per Section 305.6.2 of the Specifications within the following time limitations:

Project No. ST211130134


Fifteen (15) Project Workdays

N. 8th Street – 

W. Michigan Street to

W, Wisconsin Avenue
Project No. ST211110102


Forty (40) Project Workdays

N. 4th Street – 

W. McKinley Avenue to

W. Walnut Street
All contract work shall be complete within forty-one (41) contract workdays as per Section 305.6.1 of the Specifications.

4.
The contractor shall notify the following business and/or individual seven (7) calendar days prior to the start of work on this project:

ST211130134 (North 8th Street)


Mr. Dan Tischendorf, Maintenance Manager

Mr. Kevin Richards


Wells Fargo Plaza




Interstate Parking


735 W. Wisconsin Avenue



710 N. Plankinton


Milwaukee, WI 53233




Milwaukee, WI 53203



(414) 406-2547





(414) 274-2862


ST211110102 (North 4th Street)


Mr. David Potter





Mr. Jeff Bush, Facilities Manager


National Hardware




CCRS


1303 N. 4th Street




1300 N. 4th Street


Milwaukee, WI 53212




Milwaukee, WI 53212

(414) 274-3815 office




(414) 406-0766 mobile

(414) 379-3811 mobile



Mr. Mike Welsh, Manager



Mr. Justin Sadowski


Consolidated Electrical Distributors


David J. Frank Landscaping


1344 N. 4th Street




N120 W21350 Freistadt Rd.


Milwaukee, WI 53212




Germantown, WI 53022


(414) 273-1177





(262) 894-3217 mobile


Mr. John S. Lindstedt, President



Mr. John Doherty, VP

Artistic Plating





Transit Express


405 W. Cherry Street




424 W. Cherry Street


Milwaukee, WI 53212




Milwaukee, WI 53212



(414) 271-8138 x25




(414) 264-7433 x232


Ms. Michele Carter, Principal



Mr. Jason Burr, Deputy of Operations

Golda Meir Elementary School 



Bell Ambulance

1555 N. Dr Martin Luther King Jr, Dr.


549 E. Wilson Street


Milwaukee, WI 53212




Milwaukee, WI 53207


(414) 212-3200





(414) 486-4045


Mr. Brad Bingheim, General Manager


Milwaukee Youth Arts Center, Inc.


325 W. Walnut Street


Milwaukee, WI 53212


(414) 267-2905
The City shall be given a written copy of the required starting notification to the above business and/or individuals.

5.
This special provision is a substitute for Section 305.7 of the Street Construction Specifications, dated 1992.  The amount of the per diem charge for inspection as referred to in part two (2) shall be $325.00.  The contractor should be aware that work on each project is governed by the project workdays, and a per diem inspectional charge of $325.00 per day will be assessed for each workday after the allotted number.  Inspectional charges will be assessed against each project, which exceeds its allotted number of workdays.  An inspectional charge, in addition to the project workday charge, will be assessed if the number of workdays for the overall contract exceeds the amount allotted.
6.
Within ten (10) business days of the award of this contract, the contractor shall mail a notice of the 

project to the City of Milwaukee Construction Section at 841 N. Broadway, Room 710, Milwaukee, WI 53202 for review and approval.  Within five (5) business days of approval, the contractor shall mail the project notice to all affected area residents and businesses.  It shall be the sole responsibility of the contractor to ensure that all notices are conveyed to the public regarding this project.  A sample notice is included in the contract documents.  The entire cost of this work shall be included in the unit price bid for mobilization.  Contract work shall not start prior to completing the notice requirment.  Any delay in contract completion as a result of non-compliance shall be the responsibility of the contractor.

7.
The contractor shall post City of Milwaukee Project Identification (“BLUE”) signs as directed on each project in this contract.  The City will provide blank signs for the contractor to fill in contact information and post.  The entire cost of this work shall be included in the unit price bid for mobilization.

8.
The contractor shall provide a portable toilet or portable toilet service on each project location in the contract for use by construction and City personnel.  Facilities shall be promptly removed upon completion of each individual project.  Facilities shall be locked and secured during non-working hours. (Location shall be as directed). The entire cost of this work shall be included in the unit price bid for mobilization.
9.
For both projects contractor must maintain one eleven foot (11’) lane of traffic in each direction. Contractor must maintain access to driveways and loading docks except when concrete placement occurs.
10.
Vehicular cross-traffic shall be maintained at the following intersection(s) at all times:

ST211130134 (N. 8th St.)
· N. 8th St and W. Michigan St.

· N. 8th St. and W. Wisconsin Ave.

ST211110102 (N. 4th St)

· W. McKinley Ave. and N. 4th St.

· W. Vliet St. and N. 4th St

· W. Cherry St. and N. 4th St.

· W. Court St. and N. 4th St.

· W. Galena St. and N. 4th St. (west side)

· W. Walnut St. and N. 4th St.

During milling and asphalt placement in N. 4th Street may flag or partially close intersections, but access to loading docks for National Hardware and Artistic Plating must be maintained for truck deliveries.
11.
Pedestrian crossing(s) shall be provided at the following locations(s):
· Pedestrian access shall be maintained from National Hardware parking lot to building entrance. Contractor shall place gravel access at building entrances and as directed by project engineer gravel placed for building/driveway access shall be paid under bid item 70500, gravel filling.
12.
In order to provide maximum access, the following driveway(s) shall be removed, forms set, and replaced with high, early-strength concrete on a Friday so that the drive(s) may be opened for use on the following Monday:
ST21110102 (N. 4th St)
· National Hardware loading dock – N. 4th St. Sta. 12+75 west side, Sta. 13+75 west side

Only one (1) driveway may be completed at a time
· CCRS driveway Sta. 12+75 east side

· Consolidated Electrical Distributors driveways Sta. 13+63 east side, Sta. 14+60 east side

Both driveways can be done at the same time
· Artistic Plating (alley loading dock) Sta. 17+80 to 18+15 west side

· Transit Express Sta. 22+75 west side

· Golda Meir School Sta. 24+60 east side

· W. Galena St Sta. 25+30 east side

· Milwaukee Youth Arts Center Sta. 26+80 east side

The cost of this work, and high, early-strength concrete, shall be included in the unit bid price for concrete driveway.
The following driveways shall be removed, forms set, and replaced with high early-strength concrete.  Contractor should make arrangements with owners for exact dates.

ST21110102 (N. 4th St.)
· David J. Frank Sta. 15+90 west side

· Transit Express Sta. 21+45 west side (cannot be done at same time as dvwy at Sta. 22o+75)

· Bell Ambulance Sta. 27+50 to 28+20 west side

ST211130134 (N. 8th St.)

· Interstate Parking Sta. 6+65 east side, Sta. 7+95 west side

The cost of this work, and high, early-strength concrete, shall be included in the unit bid price for concrete driveway.
13.
In order to maintain access at all times, the following driveway shall be removed and replaced in 2-3 sections using high, early-strength concrete:
ST211130134 (N. 8th St.)

· Sta. 7+40 to 8+05

Contractor must maintain one lane in drive-through and one lane in each direction in main driveway.

The cost of this work, and high, early-strength concrete, shall be included in the unit bid price for concrete driveway.
14.
If the contractor can make other access arrangements, agreed to in writing and signed by the contractor and the property owner, other sequencing will be allowed when approved by the Construction Engineer.

15.
ST211110102 (N. 4th St.)

Prior to manhole adjustment work in driveway for National Hardware, (Sta. 12+75) and Artistic Plating loading dock (Sta. 17+80 to 18+15), contractor must notify owners so that truck deliveries can be accommodated. .

16.
The item of manhole adjusting risers shall include furnishing and installing the following:

	Project
	2-Inch
	2½-Inch
	3-Inch
	3½-Inch
	Total

	ST211130134 N. 8th Street -

W. Michigan St. to

W. Wisconsin Ave.
	
	1
	3
	
	4

	ST21110102 N. 4th Street –

W. McKinley Ave. to

W. Walnut Ave.
	2
	
	1
	1
	4

	TOTAL
	2
	1
	4
	1
	8


The number and size of risers may change at time of construction.  No adjustment in the unit bid price will be made because of the change in the estimated number and/or size of risers.

The contractor shall provide a Pivoted Turnbuckle Manhole Riser that pivots at both ends, which eliminates the binding of mechanism when expanding or contracting the manhole riser.

The linkage assembly will contain no tack-welds. The linkage will pivot inside the solid ¾” thick bar.

The linkage will accommodate +/- ½” diameter (full 1” diametric variance).

Riser must expand to obtain full circumferential engagement in the frame.

All moving parts are zinc plated with dichromate finish or stainless steel. Skirts are G90 galvanized.

The unit price bid (each) for adjusting manhole risers shall include furnishing and installing risers and any other work associated with adjusting manhole risers.

17.
The contractor shall furnish and install frame-to-chimney seals on all sanitary manholes within the limits of this contract.  The seals shall be as specified in the Standard Specification for Sewer and Water Construction in Wisconsin (Sixth Edition with addendum) Chapter 8.42.0.

A sanitary manhole that contains an existing frame-to-chimney seal that is not altered or disturbed shall be deleted from the contract.

A sanitary manhole that contains an existing frame-to-chimney seal that is disturbed due to contractor’s negligence shall be re-sealed or be replaced with a new internal seal as directed by the Engineer.  This corrective work shall be at contractor’s expense.

18.
For ST211130134 N. 8th St., the following sequence of operations shall occur for these bid items:

· Cracking and seating

· Grinding (other than bituminous surface removal)

· Joint repair

19.
The erosion control item on this contract shall include an Erosion Control Implementation Plan (ECIP).  The ECIP shall be submitted to the City Engineer, at least ten (10) working days prior to the scheduled start of work on the contract.  The City Engineer shall review the ECIP for meeting technical standards and notify the contractor if the plan meets the standard within seven (7) working days.  Work shall not start until the ECIP meets technical standards.  The contractor shall be required to have a copy of the ECIP on the job site for the entire duration of the contract.  The ECIP shall include, but not be limited to:

· A plan showing all locations of erosion control devices and other Best Management Practices (BMP’s).

· A written description of all erosion control devices and BMP’s to be used.

· A written schedule of installing erosion control devices.

· A written schedule of construction operations related to implementing erosion control devices and BMP’s.

· A written maintenance schedule for all erosion control devices and BMP’s.

All costs associated with implementing the erosion control plan, such as furnishing, installing, maintaining, and removal of erosion control devices shall be included in the unit price bid for erosion control.  There shall be no additional compensation for revising the ECIP or utilizing additional BMP’s in order to comply with Chapter 290 of the City of Milwaukee Code of Ordinances.  If the contractor is found not in compliance with the ECIP, the contractor will be subject to the penalties included in Chapter 290.

20.
Pavement Joint and / or Crack Repair

Extent of Work:

· Description: The work shall consist of removing all loose or disintegrated concrete and asphalt adjacent to the longitudinal and transverse joints and cracks and re-paving the area prior to placing an asphalt-leveling course.

Equipment:

· Description: The equipment used shall conform to existing ordinances regarding air and noise pollution limitations.

Work Required:

· Description: The existing pavement joint or crack shall be cleaned of all loose concrete and asphalt material, joint material, vegetation and debris and filled with variable thickness asphalt concrete, one-quarter inch (¼”) maximum.  The asphalt shall be compacted with a “pogo stick” type tamper.

Extent of Repair:

· Description: The length of repair will be determined at time of construction and by the condition and quality of pavement encountered.  An increase or decrease in the actual length of repair from the amount estimated shall not warrant an adjustment in the price bid for the work.

Measurement for Payment:

· Description: Pavement joint and/or crack repair will be measured in lineal feet as the actual length of longitudinal and transverse joint or crack repaired.  The length of repair will be measured to the nearest tenth (0.1’) foot.

The asphalt material will be paid as the actual amount placed and at the contract unit bid price.

21.
For the following Project No(s). ST211110102, it has been determined that the majority of the base structure is flexible.  Concrete slurry base, conforming to Section 508 of the Specifications, shall be placed as directed in areas where compaction methods cannot be used.  In the area adjacent to the curb flange, the concrete slurry base shall be placed at a specified thickness and paid on a square yard basis up to a maximum width of nine inches (9”).
22.
In lieu of Section 508.3.2 of the Specifications, the concrete slurry base shall be leveled off and floated to an even, closed surface after placement.

23.
The filter fabric for control of surface water, specified in Section 905.18.1 shall be a filtration Geotextile® meeting the following properties in lieu of the properties specified in the above-noted section.

	Grab Tensile Strength
	200lb
	ASTM D-4632

	Mullen-Burst Strength
	200lb
	ASTM D-3786

	Equivalent Sieve Size
	U.S. No 30 Max
	ASTM D-4751

	Water Flow Rate
	140 gpm/ft2
	ASTM D-4491

	Permittivity
	1.9 sec1
	ASTM D-4491

	Permeability
	0.14 cm/sec
	ASTM D-4491


24.
All pavement-marking materials shall be pre-approved by the City of Milwaukee.  There are two (2) pre-approved materials at this time, and they are:

	MANUFACTURER
	COLOR
	NUMBER

	3M®
	White
	5730

	3M®
	Yellow
	5731


All material must be installed per the manufacturers’ specifications.

If a centerline is required, an offset asphalt joint is required.  Pavement markings shall be placed at the center of the roadway a minimum of one (1’) foot from the asphaltic joint.  Placement of lane lines may also require a minimum one (1’) foot adjustment of the asphalt joint.

If the final asphaltic surface is not installed immediately following the installation of the binder course, temporary centerline pavement markings shall be installed prior to the roadway being open to traffic.  The spacing of the four-inch by forty-eight-inch (4” x 48”) temporary pavement marking tape must be forty-six-feet (46’).  The cost of such work shall be included in the unit bid price of Plastic Lane Markings.

When pavement marking layouts are needed, the contractor shall contact Mr. Jim Brown at (414) 286-3276, a minimum of five (5) working days before they are needed.

25.
The adjustments of all City manholes (Sewer, CUC, Water, etc.) shall be part of this contract.  Contractor shall note Sewer and CUC special provisions, tables, and drawings.
26.
The contractor shall furnish and install detectable warning plates as detailed on the attached curb and sidewalk ramp details, at all curb and sidewalk ramps, within the project limits.  The detectable warning plates shall be a Neenah Foundry R-4984, or an approved equal.  The plates shall be unpainted.  The installation of the detectable warning plates shall follow the manufacturers’ suggested procedures.  The installed detectable warning plates shall be measured on a per square foot unit basis, and paid under the item, 50330 Detectable Warning Field.
27.
Contractor shall be aware of design revisions made to Concrete Driveways, (Figures 21A, 21C, 23A, 23B and 26A).  Design changes were also made to Curb Ramps, (Figures 16A, 17A and 18A).  These changes are effective immediately and shall be implemented under this contract.  (See attached revised drawings).

28.
Sewer Special Provisions include:

A. The sewer work on this contract is governed by the Standard Specifications for Sewer & Water Construction in Wisconsin, Sixth Edition dated December 22, 2003, and all Subsequent Addendums.

B. The contractor shall be responsible to keep all castings safe and free from damage as part of this paving contract during removal and replacement. Any damaged castings shall be brought to the attention of the construction engineer prior to removal. Any damage to the castings caused by the contractor as a result of removal and replacement shall be the responsibility of the contractor and replaced at the contractor’s expense.  

C. The contractor shall furnish new castings on all new manholes and inlets constructed as part of this contract and on existing manholes and inlets as required in the plans.  New sewer manhole frames and lids shall be of type MS21 and MS58A, respectively.  New inlet frames and grates shall be of type MS51 and MS57, respectively.  New alley inlet frames and grates shall be of type MS8A and MS55, respectively.  Castings shall be of types supplied by Neenah Foundry or approved equal.  The cost of furnishing new castings shall be included in the unit price bid for the respective casting.  Salvaged castings shall become the property of the contractor.

D. Manhole/Inlet Adjustment shall be in accordance with Section 810 of the City of Milwaukee Street Construction Specifications, dated July 1, 1992.  Section 810.6 Measurement for Payment shall be revised as follows: the unit of measurement for Manhole/Inlet Adjustment shall be: Each.   Note:  Manhole/Inlet Adjustment shall include up to twelve (12) inches of Manhole/Inlet Repair as noted in the Sewer Drainage Table or as determined in the field.
E. Manhole/Inlet Repair shall be the removal and replacement of portions of existing manholes and inlets as required in the plans.  Additional manhole/inlet repair may be added to any existing manhole/inlet once construction begins at the discretion of the construction engineer. The cost of removals and furnishing and installing all materials shall be included in the price bid for Manhole/Inlet Repair.  The unit of measurement for Manhole/Inlet Repair shall be: Vertical Foot.  Note:  The first twelve (12) inches of Manhole/Inlet Repair is included in the bid item for Manhole/Inlet Adjustment.
F. The cost of removing any existing manhole/inlet necessary to construct any new manhole/inlet as required in the plans shall be included in the appropriate manhole/inlet bid item.

G. The cost of all materials, including pipe, used to reconnect existing connections to new manholes constructed as part of this contract shall be included in the appropriate manhole bid item.

H. Inlet Type 45A’s shall include up to eighteen (18) inches of additional pre-cast riser structure, for a total structure height of up to sixty (60) inches below the top slab, while maintaining a minimum of eight (8) inches of rectangular precast chimney.  If the inlet installation requires more than an additional eighteen (18) inches of riser structure over the standard detail forty-two (42) inch tall structure, the additional shall be paid as vertical feet under the Manhole / Inlet Repair bid item.

I. All sewers constructed on this contract shall be PVC, smooth wall, and shall conform to ASTM D 3034 SDR 35.
J. Precast concrete adjusting rings shall be of the type supplied by Concrete Specialties Company, Kenosha, Wisconsin or approved equal.
29.
CUC/Communication Manhole Adjustment

A.      Description

This special provision describes adjusting the existing chimney of the block, pre-      cast, or brick round manholes; and furnishing, installing, and removing protection of the cables in the manholes during adjustment and paving operations.  Perform work in accordance with the standard specifications, per Standard Specifications for Sewer & Water Construction in Wisconsin, as shown on the attached sketch, and as hereinafter specified.

B.      Material
Furnish and install materials that conform to the requirements of Standard Specifications for Sewer & Water Construction in Wisconsin.  Salvage and re-install existing covers on the manholes.  For manhole covers designated for replacement the city will supply the covers.  Contact Rico Lopez, Inventory Clerk, at (414) 286-6123 prior to obtaining the frames and lids from the Department of Public Works Field Headquarters at 3850 North 35th Street.  Contractor must have the “Castings Requisitions Form” which shall be supplied by the city to obtain the covers.  

C.      Construction

Report any pre-existing problems to Ms. Karen Rogney, Conduit Section, at (414) 286-3243 three working days in advance of any construction on manholes.

Before removing the pavement around the manhole, place a ¾” plywood cover or equal over existing active Street Lighting, Traffic Control, Communication or private vendor electrical cables.  This cover shall be properly supported to/at the manhole floor.  Contractor must place a steel cover plate over the manhole which must remain in place during construction activities until the frame and cover are placed on the manhole.

Remove existing chimney to surface of concrete roof slab. If manhole does not have an existing concrete roof slab, remove sufficient chimney as to provide adequate corbel to fit new larger cast iron frame and cover.

Break out and remove pavement around manhole.  Remove existing covers, storing and securing them properly.  Any damaged, lost, or stolen covers shall be the responsibility of the contractor and shall be replaced at the contractor’s expense.

Adjust manhole cover to proposed grade using brick or concrete rings as necessary.  After paving is complete, remove all wedges and shims.  Fill voids with grout.  Do not back plaster inside walls.  After completion of all paving operations, remove the temporary ¾” plywood cover or equal which was placed over the existing electrical cables in the manhole as mentioned above. 

 Remove all construction debris from the manhole.

D.      Measurement for Payment

The unit of measurement for CUC manhole adjustment shall be each. 

Note: CUC Manhole Adjustment shall include up to twelve (12) inches of Adjustment.  Payment shall be full compensation for furnishing all required materials, exclusive of frames, grates, or lids available and designated for adjusting; for removing, re-installing and adjusting the covers; and for furnishing all labor, tools, equipment, and incidentals necessary for adjusting each cover, complete in accordance to the requirements of the plans and contract.  Covers to be adjusted and which were rendered unfit for use by the contractor, through the contractor’s operations will be replaced by the contractor in kind at the contractor’s own cost and expense.

30.
The City has retained a consultant for doing line and grade staking on paving contracts.  The City needs the project staked five (5) working days before construction starts so the removals can be measured by City field crews.  As a result, the contractor must contact the City eight (8) working days in advance so that the City can give the consultant three (3) working days to stake the project.  The City will make the initial consultant contact at the time the contractor calls for a start.  If the contractor wants the stakeout done in a special way to accommodate a special piece of equipment or a new procedure, it is up to the contractor to communicate this to the consultant.  The consultant is required to stake each stage of work one (1) time.  The contractor is required to check that the stakes and grades are acceptable to use before construction starts.  Any staking required because the contractor failed to protect the stakes or failed to transfer the grades would be at the contractor’s expense.  If there are design changes, the consultant will be paid an extra for stakeout.  

Stakes needing replacement due to alleged third party actions will require Construction Supervisor approval if a cost is involved.
31.
The contractor shall protect, adjust and maintain accessibility to all water access boxes (services, valves, etc.) within the limits and for the duration of the paving project.  Within the limits of the project, there are approximately 60 gate valves and 10 water service boxes to be protected, maintained and adjusted.  Cost for this work shall be per each as listed in the bid item quantities.

The City will locate, mark, inspect and repair all water access boxes within the limits of the project before the contract starts.  Before construction commences, the contractor will be provided additional detailed information identifying these facilities.  The contractor is responsible throughout the duration of the project, to ensure all water boxes are adequately located and identified by blue paint and that they remain accessible for operation of the appurtenances by City forces at all times.  The contractor shall exercise caution in working adjacent to these facilities to protect them from damage and to maintain the required access to them.  Any facility identified during the duration of the project that cannot be located or operated, must be corrected by the contractor at that time.  If the City requires location and/or operation of water appurtenances during the course of paving, and it is not identifiable and/or accessible, the City will make the necessary repairs and the cost as well as the bid item deducted from the contract or billed.

All materials used for the adjustment of these facilities must meet City specifications and will be provided by Milwaukee Water Works’ Stores by contacting Mr. Jesse Hernandez at (414) 286-6306 and / or (414) 708-2670.  If there is contractor damage, the materials must still be provided by the Milwaukee Water Works’ Stores; however, in this case, the contractor will be charged for all materials.  Materials furnished by the City and not used on the project shall be delivered to the Milwaukee Water Works’ Stores, 3850 North 35th Street.  Materials being returned must be accompanied with a "surplus material" form completed by the Public Works’ Inspector assigned to the project.

Upon completion of the contract work, the City will inspect all water access boxes within the project limits to ensure the boxes are clean, properly aligned and accessible.  The contractor will be notified of any defects by the City.  The contractor will have thirty (30) days from the date of notification to complete corrections.  After thirty (30) days the City will re-inspect those boxes noted as having defects.  Any remaining defects will be corrected by the City, including pavement, and the costs as well as the bid item deducted from the contract or billed.
32.
During construction, it is anticipated that the City of Milwaukee street lighting facilities will be maintained as follows:
 

	Project/s
	Street Lighting Facilities

	 Both projects
	Temporary Overhead to be installed


 

Street Lighting personnel will determine if the lighting facilities will be installed in overhead or left in service to be protected and adjusted. If it is determined that overhead is justified, street lighting personnel will make every effort to install temporary overhead facilities and relocate permanent facilities, as needed, before roadway construction starts. Prior to construction, the contractor will be provided with a street lighting plan identifying the live facilities.

The contractor shall be aware that when Temporary Overhead is installed, some existing underground street lighting facilities can remain live and must be carefully worked around to avoid any damage to them. The contractor is to be aware that with many paving jobs overhead facilities will be installed at the intersections only while the remainder of the job is to be treated as a protect and adjust project. The contractor will be held responsible for any damages to the portions of the lighting facilities which remain in underground and live. The contractor is not start work until the street lighting overhead circuitry is fully operational. If the contractor starts before the circuitry is fully operational, he will be responsible for all damages to lighting facilities. 

 


During and after roadway construction, Street Lighting Forces will install permanent lighting facilities. Once street lighting personnel installs permanent facilities, especially pipes, the contractor is to use caution near these facilities. He will be held responsible for damages to the newly installed facilities. 

 

The contractor shall keep the Street Lighting Construction Supervisors informed of the status of the roadway construction.  Contact:

 

Mr. George Berdine       (414) 286-5943 / office      (414) 708-4245 / cell

Mr. Dennis Miller            (414) 286-5942 / office      (414) 708-4251 / cell

Mr. Thomas Hughes       (414) 286-3457 / office      (414) 708-3175 / cell

Note: If Mr. Berdine, Mr. Miller, or Mr. Hughes is not available, then contact our dispatcher at (414) 286-5944. For damages occurring after hours (not between 7:00 AM to 3:00 PM on holidays and weekends) please use our 24 hour number, (414) 286-3015.
 

The contractor must keep the area behind the curb free from over pour and other debris.  He will be held responsible for costs incurred by Street Lighting Forces for cleaning debris from behind the curb.

 

If the contractor requests the relocation of any street lighting facilities, permanent or temporary, for his convenience, he will be responsible for all costs incurred by Street Lighting personnel fulfilling his request.

 

Any questions regarding the design of the lighting system are to be directed to Street Lighting Engineering.  Contact Mr. Tom Manzke at (414) 286-3265.
33.
Forestry 


Forestry Special Provisions include: 


When tree roots are encountered, the following shall apply:

1.
Sidewalk Construction:
A.
The root system on the walk side of the tree shall be cut no deeper than nine-inches (9”) below the finished grade of the new walks, and not more than five-inches (5”) from the edge of the new walk.  Roots in the walk area shall be removed only to a depth of nine-inches (9”) below the finished grade of the new walk.

B.
When replacing walks adjacent to the following trees, a slip or thin form must be used.  Additionally, soil disturbance in the tree border should be limited to no more than one-quarter inch (¼”) beyond the edge of the new walk:

	Project No. ST211110102

	Sta. 23+11 E/S
	Sta. 24+14 E/S
	


C.
Sidewalks are to be removed, and roots cut, by use of hand implements only.
2.
Carriage Walk Construction:

A.
When constructing or replacing carriage walks, roots shall not be cut by means of mechanical root cutting machines.  If root removal is essential to carriage walk replacement, roots shall be manually cut with hand implements.  Roots shall be removed no deeper than nine-inches (9”) below the finished grade of the new carriage walk.
3.
Curb, Gutter and Road Construction:

A. The root system on the curbside shall be cut no more than two-inches (2”) behind the back edge of the new curb and not more than eighteen-inches (18”) in depth when constructing the new curb and gutter.
B. The root system on the curb side shall be cut no more than one-quarter-inch (¼”) from the back edge of the new curb, and a one-quarter-inch (¼”) slip, thin form, or slip form pavers, shall be used for the following trees:

	Project No. ST211110102


	Sta. 15+09 E/S
	Sta. 23+71.5 E/S
	Sta. 26+11.5 E/S

	Sta. 27+95.5 E/S
	
	


	Project No. ST211130134


	Sta. 5+86.5 W/S
	Sta. 6+34 W/S
	Sta. 6+87 W/S

	Sta. 5+43 E/S
	
	


C.
When constructing or replacing driveways or driveway approaches, roots shall not be cut by means of mechanical root cutting machines.  If root removal is essential to driveway replacement, roots shall be manually cut with hand implements.  
D.
Exposed tree roots shall be covered with mulch and watered from a period immediately following curb and gutter removal until the area is backfilled following construction.

4.
General Requirements:

A.
All cutting for the removal of sod and soil in order to establish a finished grade within four feet (4’) of existing trees must be done manually if necessary.

B.
No construction equipment, cars, trucks or materials shall be parked or stored on any median or tree border on this project or adjacent roadways.

C.
Root foundations must remain adequate to withstand heavy windstorms.

D
Root systems of street trees shall not be cut for the installation of any type of cable by the contractor or City Department.  Contact the Forestry Division at (414) 708-2428 for directional boring specifications.

E. Caution should be used during the construction process to avoid damage to the roots, trunks, and branches of all street trees.  Damage caused to any street tree or irrigation system will be repaired by the Forestry Division and the costs of repair, rejuvenation, and/or value lost will be billed to the contractor or credited against the contract at the option of the City.

F.
At locations where the contractor has not complied with the Forestry Special Requirements stated in the Special Provisions above, and the maximum clearance was exceeded, or a thin form was not used, a minimum credit to the City of fifty dollars ($50.00) per location will be taken.  The credit will increase in proportion to the excess distance beyond clearance allowed.  The credit will be ($50.00) for each two-inch (2”) increment, or part thereof, in excess of the initial clearance allowed.  Any damage to the tree’s structure totaling fifteen (15%) percent of the tree’s value will be billed on a prorata basis.  If, in the opinion of the Forestry Division, the tree has been damaged to the point that it warrants removal, the credit that will be taken will be equal to one-hundred dollars ($100.00) per inch diameter of the tree.  A field measurement will be taken to determine the tree size.






