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6" POLYSTER STRIPPING PLY
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MODIFIED COAL TAR PITCH

BACKER PLY. ALUMINIZED AT COMPLETION
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COUNTER-FLASHING SET INORIGINAL COPPER RECEIVER
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NOT TO SCALE
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CONCRETE STRUCTURE
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ADD TAPERED INSULATION BOARDS AT
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C
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NOT TO SCALE
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BASE SHEET TARGET SHEET ADHERED IN MASTIC

3 COURSE SEAL (MASTIC / MESH)

VAPOR RETARDER / TEMP ROOF

CONCRETE DECK

3 COURSE SEAL (MASTIC / MESH)

AS SPECIFIED

BASE + 3 BUILT UP ROOF MEMBRANE

COAT AND GRAVEL SURFACING AS SPECIFIED

MODIFED COAL TAR PITCH FLOOD

WOOD FIBERBOARD SET IN HOT ASPHALT

" THICK 6 SIDE ASPHALT COATED2
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SET IN HOT ASPHALT  
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BOLTSØ "2
1TO EXISTING FRAME W/

NEW FRAME.  BOLT ENTIRE ASSEMBLY

STEEL FLANGE TO PERIMETER OF

"16
3

EXISTING STEEL FRAME. WELD 

PLATE THAT MATCHES DIMENSIONS OF

"STEEL16
3

FABRICATE FRAME FROM 

C

BLOCKING

AND BUILT-UP ROOF W/ WOOD

FILL SPACE BETWEEN NAILER

C

BASE + 3 PLY B.U.R. AS SPECIFIED

 AS SPECIFIED 

 FLOOD COAT AND GRAVEL

AS SPECIFIED (ADHERED)

1/2" COVERBOARD

C

C

C

(ADHERED)

INSULATION AS SPECIFIED

LAYERS OF TAPERED POLYISOCYANURATE 

C
C

(ADHERED)

PROJECTION SEALED WITH MASTIC AND MESH

VAPOR BARRIER AS SPECIFIED (ADHERED)

(PRIME DECK AS SPECIFIED)

EXISTING CONC. DECK

C

C

C

TWO PER SIDE

WITH GASKETED FASTENERS MINIMUM

COUNTERFLASHING FASTENED 18"O.C.
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SPECIFIED

BUTYL TAPE AS

WOOD FIBER CANT AS SPECIFIED

AS SPECIFIED (ALUM. COAT)
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FASTENER 8" O.C.

BOLTS @ 12"O.C.Ø "2
1

BOLT TO FRAME WITH

2x4 WOOD NAILER.

C

NOTE:

ATTACH ROOF VENTILATOR TO CURB WITH
5
16" GALV. LAG BOLTS AND LEAD WASHERS

WRAP COUPLING TO VENT WITH 4 INCH SELF STICKING EPDM

EXTEND HEIGHT OF VENT BY PROVIDING A PVC COUPLING WITH A PVC PIPE EXTENSION. 

TOP OF VENT SHALL BE A MINIMUM OF 8 INCHES ABOVE THE ROOF SURFACE.3.

CONTACT BETWEEN TWO DISSIMILAR METALS.

OR STEEL PIPE, WRAP AN ASPHALT COATED ROOFING FELT TO PREVENT DIRECT

SHEET COPPER  MINIMUM 16 OZ. IF COPPER FLASHING IS INSTALLED OVER AN IRON 2.

SHEET LEAD  MINIMUM 4 LB. (20kg/m ) PER SQ.FT.1.

NOTES:

AND ALUMINUM COATING

CLAMPING RING WITH ASPHALT EMULSION

EXTEND UNDER THE CLAMPING RING COAT

TWO TARGET PLIES ADHERED WITH MASTIC
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